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INSTRUCTION

® Please read this instruction before using MOTOR OPERATOR.

» X8 / Assembly

Accessory Device

FHAIR. ® This Products must be installed and serviced by Qualified
o 2 NEY Ml ¥ B2= RNAIDE HGI0 FHAIL. electrical personnel.
° X JIF 012lEs oK DRIAIR. ® You must not install but only to the applicable types of devices. 2
| ool 9 | SAFETY PRECAUTION |
¢ 3, HMSAL X, 25, HZ2 5| MU HMMO FO|, A8 582 © Before installation, wiring, operation, maintenance and Inspection of the device, oot —
o2 & SHIEN AISSH FHAIR. be sure to read the safety precautions carefully and follow the message to Lot t]
© ORM(| 2t B[H8H LASOIDI 20 BISAl XIH FEAIR. ensure proper operations. LJ e
A?Ié.‘ : KAIAIEE gigtst 20 MY T 3M2 2 Uk ADANGER : Offending against the message may cause death or : ''''
ol . = . serious injury.
A FO : TNAEE ot 320 T2 S0 el 28 & CAUTION : Offending against the message may cause minor injury
242 AN ELUCL or physical damage.
A /N DANGER 9
1. HIZCQ AR & VAl 49 XISIIE OFF AIDIKAIR. 1. Turn off the upstream circuit breaker before installation or service -
ARl 3 2XAINY Y80l AsLICH to prevent electric shocks and bums due to short circuit. - s
VANERY /N cAuTION —
1. HES MXG1| X FTOAE HITAl 9D MIMO D2t AR50 1. Before installation, be sure to read the manual carefully to ensure '
ESON) proper operation. AoFF
: 2. Do not install the circuit breaker in place of environment high (OFFAIENZ 24)
2. HIE, JIE, 28 ARRM S0 AISEM= &XIE LS FHAR. temperature, humidity, dust, corrosive gases, excessive vibration, etc.
2M, SHM, B, QSE| st 980l ALk to prevent fire accidents and malfunction of the device.
I 3. When the device’s service life is done, it should be dispose in
3. HE HII AL HDIE 2280 D2t X200 FEAIR. accordance with industrial waste rules.
> A8 X ¥ / The Range of Operating Voltage )] Q [)] ()] (] () 1] [] [1)]
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A IX MY X3 My Y S& MF / Actuation Current ] ] ] ] ] ] ] ] ]
Rated Control Voltage The Range of Operating Voltage MOP-M1/M2/M3/M7 MOP—M4,/M5/M6 = =
om0
DC24V DC22.8~25.2V < 1.5A < 3A . ochoal .
AC110V / DC110V ACB8~121V / DC93.5~121V
< 0.2A < 0.8A
AC230V / DC220V AC184~253V / DC187~242V
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» 188 AR / Fixing Screw
Al A2 A3 B1 B2 B3 B4 C1 c2 AJE / Fixing Screw | £& / Qty
MOP-M1 1105 102 51 75 37.5 100 37.5 128 60 MOP-M1 M4 X 75 2ea
MOP-M2 132 116 58 90 45 120 45 122 60 MOP-M2 M4 X 75 4ea
MOP-M3 126 116 55 105 52.5 140 52.5 125 60 MOP-M3 M4 X 75 4ea
MOP-M4 215 176 38 140 70 184 70 198 109 MOP-M4 M5 X 120 4eq
MOP-M5 243 176 88 210 105 280 105 198 109 MOP-M5 M5 X 120 4ea
MOP-M6 322.5 176 65.5 220 110 289 110 210 105 MOP-M6 M6 X 50 4ea
MOP-M7 110 102 51 76 38 101 38 150 82 MOP-M7 M3 X 90 4ea
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1) MCCB On, Off 812 Hi % ¢85 X&
2) DC24VE (+).(-) 340 F GHAAIR.
@ Standard connection
1) Remote On and Off of MCCB and manual operation
2) Be careful not to change the polarity at DC24V
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1. NS/45 Lever® AUTOZOZ Ealji FAANQ.
Ol X& M0l XIS2Z o0t EUILL
2. UM on/Off TR Al ORHO ZX BITE Xl DRUAIR.

MOP-M1~M3M7 | 1203I/AI
6081/AIZ
208|/AI2

MOP-M4,M5
MOP-M6

. On/Off Switchs S& HR(| St= A2 AISHNIL.

. Switching M2IE HAGID 20| HEH SHH ABEIORE SAIDIH
(AMZICIQ) BUHE F= FI ASLML 01248 ZR0= M 2
Z(| Noise FilterE AI2GHIAIR.

5. Motor Operator AI8 Al On/Off AIGE SAI QI DRIAIR.

JIDI o ¥ A9 010l 2 4 UsULCL
6. UVTE AIR8 22 HAMAZ OIJt & Motor OperatorE® SAIGIIAIQ.

PRl

P Auto operation

1. Set the slide switch to AUTO,
then internal power is closed automatically.
2. Operating frequency should be less than below regulated values.

MOP-M1~M3,M7

120 operations per hour

MOP-M4 60 operations per _hour
MOP—MS5,M6 20 operations per_hour

3. Use the On/Off switch in the range of regulated values.
4. It may interfere communication equipments around, such as Radio
and etc because of internal switching power supply.
It's recommended to use noise filter be installed to power supply.
5. Please do not input On/Off signals at the same time during
the automatic operation.
6. If the circuit breaker has a UVT attached inside, charge a UVT
on the rated voltage before performing Moter Operator.
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1) SHT = UIE T85IKl ¥ ALS 0185l WO, AlI st
Trip0l 2A814LE Trip button S Al Y1 ZIMES UOKELL
2) BIEAl AIO 012 HIHGID £89Z 2l S& & AIBSHRIAIQ.
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P Alarm Switch connection
1) The connection diagram is the method of using a Alarm Switch
without SHT or UVT trip.
A Trip due to a fault or trip button prevent a remote reset.

2) The Fault must be cleared surely and reset it with manual operation.

FA 25 % A8

1. HO K AIBS BHZ 51K DRIAIQ.

2. DC24v EZ MY WES LM NEE 61 DRAIS.

3. 51,527,540l IR AIBE IR ORIAIQ.

1) TX HMel SRP1P2)Y (HXIZ RS 1500V

2) 18/ BT XIEJIY Motor Operator®] [iZ Al & 2t 2210
SX 0120 e 9K 248 MAl SRIAIR.

P Maintenance & Test

1. Please do not perform the insulation resistance test.

2. Products regulated at DC24V should not be taken dielectric
withstand voltage test.

3. Please do not take dielectric withstand voltage test at $1,52,54.

1) Dielectric withstand voltage is AC1500V between P1,P2 and ground.

2) It may not be required additional inspection, but in any case,
you need to perform the tightening and operating check once a year.

» X2 A1 / Check list

T2 M / Trouble type @ 0 / Cuase

2 A8 / Check List
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1) #8 T Handle2 20 A26I0 AN HEOZ THGIH FHAIR.
2) HE WRO DIIFZ AHKITH SEB| HoI0 SIX2TE ANEo2
180° BIHAIH FHAIR.
3) £8 T& £(|= Handle2 ANXI GHIAIQ.
4) £5/XS LeverE AR AIH FHAIQ.

P Manual Operation
1) Insert the manual handle into the slot of Motor Operator surface
and rotate it clockwise.
2) It must be rotated just 180° clockwise for safety operating of
micro switch.
3) Return the manual handle ofter the operation.
4) Turn the slide switch back to the side of AUTO.

/N Z9 : off AB0A Trip Buttondl O3t Trip S Al
HAIZ2 Off(green)2 HAIZIXISH XIHIIE Trip &4 LICL
£80F Resetdl( FAAIR.
& CAUTION : When the circuit breaker is tripped by trip button on Off,
it is not able to operate Motor Operator automatically.
It must be reset manually.

HE 32 28 /

Wrong  Installation

Motor OperatorQ} MCCBO| HE At X RZ AHE HASIMAL.
Check Installation and tightening for products.

HAQ| OOIEIR %S /
No charged

M2 3|29 (INRFE A2 DIRIAR.
Check the Power Supply in Circuit.

25/NS Leverdl Mg 22 /

UH 1N 25 / Wrong setting of the slide switch

&t LeverE AUTO ZOZ GHUAIQ.
Set the slide switch to AUTO.

Impossible distance operating
X2 switch(ll 3t S& 25
Not applicable On/Off Switch

HEQ SAHRM M= SwitchS AIBTRIAIR.
Use applicable switch for Operating Current.

g 82 I /

Broken of internal circuit
* QUM / Mistake of connecting
* JIE QIA0 LHE AIE /

* HONE NG /

Perform Insulation Resistance Test

Test voltage exceed Dielectric withstand voltage

HZES wa orIAIR.
Change the Product.

o 5% /

Continuous Operating

On/off 159 SAI 2Ot /

Input of the On/Off signals at the same time

Switchll Interlock ZXIE AISGHAIAIR.
Use the interlock device at On/Off switch.
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After-sal

Service, support

~‘°© Customer Center - Quick i i
‘\‘ TEL. 82-1644-54 81 | Home page. http://www.Isis.com

Specifications in this instruction manual are subject to change without notice
due to continuous products development and improvement.
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